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1

TERMINAL STATION APPARATUS, BASE
STATION APPARATUS, TRANSMISSION
METHOD AND CONTROL METHOD

BACKGROUND

1. Technical Field

The present invention relates to a terminal station appara-
tus, a base station apparatus, a transmission method and a
control method.

2. Description of the Related Art

3GPP LTE (3rd Generation Partnership Project Long-term
Evolution, hereinafter referred to as “LTE”) uplink uses
cyclic shift sequences, which are orthogonal sequences, as
pilot signals to reduce interference among sequences. A
cyclic shift sequence can be generated by cyclically shifting a
pilot sequence by a cyclic shift amount on the time axis. For
example, FIG. 1 shows a cyclic shift sequence (m=0) and a
cyclic shift sequence (m=1) with pilot sequence length N=12
and cyclic shift amount A=6.

In FIG. 1, while the cyclic shift sequence (m=0) is config-
ured in order of a(0) to a(11), the cyclic shift sequence (m=1)
is configured, by cyclically shifting the cyclic shift sequence
(m=0) by A(=6) samples, in order of a(6) to a(11), a(0) to a(5).

The cyclic shift amount is determined by a base station
apparatus (hereinafter abbreviated to “base station™) and
reported from the base station to a terminal station apparatus
(hereinafter abbreviated to “terminal”) per scheduling (per
subframe). Eight types “0, 2, 3, 4, 6, 8, 9, 10” (3 bits) are
defined for reporting the cyclic shift amount. These corre-
spond to a cyclic shift amount of “0, 2, 3, 4, 6, 8, 9, 10”x
symbol length/12 (ms).

Since sequences can be separated with low inter-sequence
interference by assigning cyclic shift sequences of different
cyclic shift amounts to different terminals, cyclic shift
sequences are used for pilot signal transmission in
MU-MIMO (Multiple User-Multiple Input Multiple Output).
In MU-MIMO, a plurality of terminals transmit data signals
at the same time and the same frequency, spatially multiplex
the data signals and thereby improve system throughput. At
this time, it is also preferable that a plurality of terminals
transmit pilot signals at the same time and the same frequency
from the standpoint of frequency utilization efficiency. There-
fore, cyclic shift sequences, which are orthogonal sequences,
for pilot signals and the cyclic shift sequences are transmitted
at the same time and the same frequency. The reception side
can separate pilot signals using the nature of orthogonal
sequences, and can thereby accurately estimate a channel
state of each terminal.

On the other hand, in LTE-Advanced (hereinafter referred
to as “LTE-A”) uplink, studies are being carried out on sup-
porting SU-MIMO (Single User-Multiple Input Multiple
Output) to improve throughput, whereby one terminal trans-
mits data signals from a plurality of antenna ports at the same
time and the same frequency and spatially multiplexes the
data signals using virtual communication channels (herein-
after referred to as “streams”) in the space.

Here, the “antenna port” refers to a logical antenna (an-
tenna group) made up of one or a plurality of physical anten-
nas. That is, the antenna port does not always refer to one
physical antenna, but may also refer to an array antenna made
up of a plurality of antennas. For example, the antenna port
may be made up of a plurality of physical antennas and
defined as a minimum unit whereby a base station or terminal
can transmit different pilot signals. Furthermore, the antenna
port may also be defined as a minimum unit for multiplying a
weight of a precoding vector. Hereinafter, a case will be
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2

described as an example where an “antenna port” and a physi-
cal antenna have a one-to-one correspondence for simplicity
of explanation.

SU-MIMO requires pilot signals for each stream and stud-
ies are being carried out on code-multiplexing pilot signals of
each stream using a cyclic shift sequence, which is an
orthogonal sequence, for the purpose of reducing inter-se-
quence interference.

Here, in an ideal environment in which there is no channel
variation, a cyclic shift sequence is an orthogonal sequence
and no inter-sequence interference occurs. On the other hand,
in a real environment with a channel variation, complete
orthogonality is not established and a certain degree of inter-
sequence interference occurs. Especially when the number of
streams increases and the cyclic shift sequence multiplexing
number increases, inter-sequence interference also increases.
Therefore, in LTE-A, studies are being carried out on reduc-
ing inter-sequence interference using a Walsh sequence as
well as cyclic shift sequences adopted in LTE.

In multiplexing using Walsh sequences, pilot signals of a
first slot (slot #1) and a second slot (slot #2) making up a
subframe are multiplied by Walsh sequence wl=[1 1] or
Walsh sequence w2=[1 -1] (see FIG. 2). That is, Walsh
sequence w1 uses pilot signals similar to those conventional
ones in first and second slots and Walsh sequence w2 uses
pilot signals similar to those conventional ones in the first slot
and uses pilot signals with an inverted phase (180 degree
rotation) in the second slot.

As a method of reporting a cyclic shift amount, in LTE, the
base station reports in three bits using a control information
channel (Physical Downlink Control Channel, PDCCH)to be
reported to each terminal per scheduling. Furthermore, in
LTE-A, studies are being carried out on adding one bit indi-
cating whether a Walsh sequence of each terminal is w1l or w2
using a control information channel (PDCCH), the base sta-
tion reporting the Walsh sequence to each terminal and each
terminal switching between the Walsh sequences.

Furthermore, in order to reduce inter-sequence interfer-
ence of cyclic shift sequences between streams in SU-MIMO,
Walsh sequence w1 is used for pilot signals of odd-numbered
streams and Walsh sequence w2 is used for pilot signals of
even-numbered streams (see FIG. 3).

Here, the “stream number” is a number indicating order in
which data is assigned. For example, when data is transmitted
with only one stream, suppose a stream transmitted from one
antenna port is stream #0 and when data is transmitted with
two streams, the stream transmitted from an antenna port
different from the above-described port is stream #1. By
setting different Walsh sequences depending on whether a
stream number is an odd number or even number, it is possible
to reduce inter-sequence interference between pilot signals of
neighboring streams (see Non-Patent Literature 1). Further-
more, since there is no need for reporting a bit indicating a
Walsh sequence, which will be used in the second (stream #1)
and subsequent streams, the amount of reporting the cyclic
shift amount can be reduced.

CITATION LIST
Non-Patent Literature

Non-Patent Literature 1: R1-091772: Reference Signal
structure for LTE-Advanced UL SU-MIMO, 3GPP TSG
RAN WG1 Meeting #57, San Francisco, USA, May 4th-8th,
2009
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BRIEF SUMMARY

Technical Problem

However, when simultaneous application of SU-MIMO
and MU-MIMO is considered aiming at a further throughput
improvement, inter-sequence interference occurs between
pilot signals among terminals in addition to inter-sequence
interference between a plurality of pilot signals used by the
same terminal. For example, as shown in FIG. 4, when the
first terminal (UE (User Equipment)#1) uses Walsh sequence
w1 in a first stream (stream #0) and uses Walsh sequence w2
in a second stream (stream #1), the second terminal (UE#2)
uses Walsh sequence w1 in the first stream (stream #0), the
first stream of the first terminal receives inter-sequence inter-
ference from two pilot signals; the second stream of the first
terminal and the first stream of the second terminal. Further-
more, as shown in FIG. 5, when the first terminal and the
second terminal have different transmission bandwidths,
inter-sequence interference further increases.

For such a situation in which both SU-MIMO and MU-
MIMO are applied, the prior art cannot sufficiently reduce
inter-sequence interference.

It is an object of the present invention to reduce inter-
sequence interference in pilot signals between terminals
while suppressing inter-sequence interference in a plurality
of pilot signals used by the same terminal even when SU-
MIMO and MU-MIMO are simultaneously applied.

Solution to Problem

A terminal station apparatus according to the present
invention includes a reception section that receives assign-
ment control information reported with downlink resources, a
determining section that determines Walsh sequences of first
and second stream groups at least one of which includes a
plurality of streams based on the assignment control informa-
tion; a formation section that forms a transmission signal by
spreading each stream included in the first and second stream
groups using the determined Walsh sequences and a transmis-
sion section that transmits the formed transmission signal,
wherein mutually orthogonal Walsh sequences are set in the
first and second stream groups respectively and users are
assigned in the stream group units.

A base station apparatus according to the present invention
includes a control section that sets mutually orthogonal Walsh
sequences in first and second stream groups at least one of
which includes a plurality of streams and assigns users in the
stream group units and a transmission section that transmits
assignment control information indicating the Walsh
sequence set in the first or second stream group.

A transmission method according to the present invention
includes a reception step of receiving assignment control
information transmitted with downlink resources, a deter-
mining step of determining Walsh sequences of first and
second stream groups at least one of which includes a plural-
ity of streams, based on the assignment control information, a
forming step of forming a transmission signal by spreading
streams included in the first or second stream group using the
determined Walsh sequences and a transmission step of trans-
mitting the formed transmission signal, wherein mutually
orthogonal Walsh sequences are set in the first and second
stream groups respectively and users are assigned in the
stream group units.

A control method according to the present invention
includes a control step of setting mutually orthogonal Walsh
sequences in first and second stream groups, at least one of
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which includes a plurality of streams and assigning users in
the stream group units, and a transmission step of transmitting
assignment control information indicating the Walsh
sequences set in the first or second stream group.

Advantageous Effects of Invention

According to the present invention, it is possible to reduce
inter-sequence interference in pilot signals between terminals
while suppressing inter-sequence interference in a plurality
of pilot signals used by the same terminal to a low level even
when SU-MIMO and MU-MIMO are simultaneously
applied.

BRIEF DESCRIPTION OF THE SEVERAL
VIEWS OF THE DRAWINGS

FIG. 1 is a diagram illustrating a cyclic shift sequence
(m=0, 1) when cyclic shift amount A=6;

FIG. 2 is a diagram illustrating a multiplexing method
using Walsh sequences;

FIG. 3 is a diagram illustrating a correspondence relation-
ship between a stream number and a Walsh sequence;

FIG. 4 is a diagram illustrating inter-sequence interference
that occurs between terminals in MU-MIMO;

FIG. 5 is a diagram illustrating inter-sequence interference
that occurs between terminals when transmission bandwidths
are different in MU-MIMO,;

FIG. 6 is a diagram illustrating the applicability in SU-
MIMO and MU-MIMO;

FIG. 7 is a diagram illustrating a configuration of a base
station according to Embodiment 1 of the present invention;

FIG. 8 is a diagram illustrating an example of a correspon-
dence relationship between a stream number and a Walsh
sequence;

FIG. 9is adiagram illustrating a configuration of a terminal
according to Embodiment 1;

FIG. 10 is a diagram illustrating another example of a
correspondence relationship between a stream number and a
Walsh sequence;

FIG. 11 is a diagram illustrating an example of a corre-
spondence relationship between a stream number and a cyclic
shift amount;

FIG. 12 is a diagram illustrating an example of an operating
sequence identification table;

FIG. 13 is a diagram illustrating another example of an
operating sequence identification table;

FIG. 14 is a diagram illustrating further candidates for pairs
of a cyclic shift amount and a Walsh sequence;

FIG. 15 is a diagram illustrating advantages when an inter-
val between cyclic shift amounts in first and second streams is
set to a maximum,;

FIG. 16 is a diagram illustrating candidates for pairs of a
cyclic shift amount and a Walsh sequence;

FIG. 17 is a diagram illustrating other candidates for pairs
of a cyclic shift amount and a Walsh sequence;

FIG. 18 is a diagram illustrating still further candidates for
pairs of a cyclic shift amount and a Walsh sequence;

FIG. 19 is a diagram illustrating still further candidates for
pairs of a cyclic shift amount and a Walsh sequence;

FIG. 20 is a diagram illustrating an example of a corre-
spondence relationship between a stream number and a cyclic
shift amount;

FIG. 21 is a diagram illustrating another example of an
operating sequence identification table according to Embodi-
ment 3; and
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FIG. 22 is a diagram illustrating a correspondence relation-
ship between a cyclic shift amount and a Walsh sequence set
in second to fourth streams.

DETAILED DESCRIPTION

Hereinafter, embodiments of the present invention will be
described in detail with reference to the accompanying draw-
ings.

(Embodiment 1)

Viewpoints of the present invention will be described first,
before describing a more specific configuration and operation
of an embodiment.

In SU-MIMO, one terminal simultaneously transmits data
signals using a plurality of streams. Here, suppose “streams”
are signals transmitted from antenna ports associated with
data signals or pilot signals (or communication channel in the
space). Streams are also called “layers.” Furthermore, in vec-
tors (precoding vectors) used for weight control under study
for demodulation pilot signals on an LTE-A uplink, streams
and precoding vectors are associated in a one-to-one corre-
spondence.

On the other hand, in MU-MIMO, a plurality of terminals
transmit data signals with one or a plurality of streams simul-
taneously.

At this time, in SU-MIMO, inter-sequence interference of
pilot signals increases as the number of streams per terminal
increases, while in MU-MIMO, inter-sequence interference
of pilot signals increases as the number of streams per termi-
nal or the number of spatially multiplexed terminals
increases.

Therefore, in a situation in which both the number of
streams per terminal and the number of spatially multiplexed
terminals are large, inter-signal interference of data signals
and pilot signals increases and the error rate deteriorates
considerably. Therefore, the possibility that such a situation
may be used in areal environment is low (see FIG. 6) and even
if performance is improved for such a situation, contribution
of the amount of performance improvement to the entire
system is considered small.

Furthermore, in LTE-A uplink, studies are being carried
out on SU-MIMO transmission using four antennas for trans-
mission and reception respectively as a spatial multiplexing
number which can be realized in a real environment, that is,
MIMO transmission having a maximum number of streams
of 4. Based on SU-MIMO, a maximum number of streams of
4 is likewise a spatial multiplexing number that can be real-
ized in a real environment also in MU-MIMO transmission.
Therefore, a case will be studied below as an example where
the number of streams per terminal in SU-MIMO is a maxi-
mum of 4 or less or the total number of streams per terminal
in MU-MIMO is 4 or less.

[Configuration of Base Station Apparatus]

FIG. 7 is a diagram illustrating a configuration of base
station 100 according to the present embodiment.

Coding section 101 receives transmission data (downlink
data), a response signal (ACK/NACK signal) inputted from
error detection section 117, resource assignment information
of each terminal inputted from scheduling section 109, con-
trol information indicating MCS (Modulation Coding
Scheme) or the like, weight control information for control-
ling transmission power/weight, information on cyclic shift
amounts, information indicating a correspondence relation-
ship between a cyclic shift amount (or stream number) and a
Walsh sequence or the like as input. Information on the cor-
respondence relationship between a stream number and a
Walsh sequence will be described later.
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Assignment control information is composed of a response
signal, resource assignment information, control informa-
tion, weight control information, information on cyclic shift
amounts, information on the correspondence relationship
between a stream number and a Walsh sequence or the like.
Coding section 101 codes the transmission data and assign-
ment control information and outputs the coded data to modu-
lation section 102. The information on the cyclic shift
amount, assignment control information including informa-
tion indicating the correspondence relationship between a
stream number and a Walsh sequence are transmitted per
scheduling from RF (Radio Frequency) transmission section
103, which will be described later.

Modulation section 102 modulates the coded data inputted
from coding section 101 and outputs the modulated signal to
RF transmission section 103.

RF transmission section 103 applies transmission process-
ing such as D/A (Digital to Analog) conversion, up-conver-
sion, amplification to the signal inputted from modulation
section 102 and transmits by radio the signal subjected to the
transmission processing from one or more antennas to each
terminal.

RF reception section 104 applies reception processing such
as down-conversion, A/D (Analog to Digital) conversion to a
signal received via an antenna from each terminal and outputs
the signal subjected to the reception processing to separation
section 105.

Separation section 105 separates the signal inputted from
RF reception section 104 into a pilot signal and a data signal.
Separation section 105 outputs the pilot signal to DFT (dis-
crete Fourier transform) section 106 and outputs the data
signal to DFT section 111.

DFT section 106 applies DFT processing to the pilot signal
inputted from separation section 105 and converts the signal
from a time-domain signal to frequency-domain signal. DFT
section 106 then outputs the pilot signal converted to the
frequency-domain signal to demapping section 107.

Demapping section 107 extracts a pilot signal of a portion
corresponding to a transmission band of each terminal from
the frequency-domain pilot signal inputted from DFT section
106. Demapping section 107 then outputs each extracted pilot
signal to estimation section 108.

Estimation section 108 determines a sequence of pilot sig-
nals received, based on a cyclic shift amount and a Walsh
sequence (w1 or w2) inputted from pilot information deter-
mining section 110 as information on the sequence of pilot
signals.

Furthermore, estimation section 108 extracts a desired
pilot signal from the pilot signals inputted from demapping
section 107 using information on the sequence of the pilot
signals and acquires estimate values by estimating a fre-
quency-domain channel state (channel frequency response)
and reception quality. Estimation section 108 then outputs the
estimate value of the channel frequency response to signal
separation section 113 and outputs the estimate value of the
reception quality to scheduling section 109.

Scheduling section 109 schedules assignment of a trans-
mission signal transmitted by each terminal to a transmission
band (frequency resource) according to the estimate value of
the reception quality inputted from estimation section 108.
Scheduling section 109 also determines transmission power/
weight of the transmission signal transmitted by each termi-
nal. Scheduling section 109 outputs assignment control infor-
mation (e.g., resource assignment information, control
information) indicating the scheduling result and weight con-
trol information for controlling transmission power/weight to
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coding section 101 and outputs resource assignment informa-
tion to pilot information determining section 110.

Pilot information determining section 110 determines a
transmission band of a pilot signal, based on the resource
assignment information inputted from scheduling section
109. Furthermore, pilot information determining section 110
stores a plurality of correspondence relationships between a
stream number and a Walsh sequence and selects a correspon-
dence relationship between a stream number and a Walsh
sequence that can reduce inter-sequence interference
between pilot signals from among the plurality of correspon-
dence relationships.

FIG. 8 is a diagram illustrating an example of a correspon-
dence relationship between a stream number and a Walsh
sequence stored in pilot information determining section 110.
In the example shown in FIG. 8, two patterns; pattern A and
pattern B are shown as the correspondence relationship
between a stream number and a Walsh sequence. Pilot infor-
mation determining section 110 assigns, in the case of MU-
MIMO, for example, pattern A and pattern B to a terminal to
be multiplexed and outputs information indicating a corre-
spondence relationship between a stream number indicating
pattern A or pattern B and a Walsh sequence to estimation
section 108 and coding section 101. Since different Walsh
sequences are associated with the same stream number in
pattern A and pattern B, it is possible to reduce inter-sequence
interference between terminals by assigning pattern A and
pattern B to each terminal.

Furthermore, pilot information determining section 110
determines a cyclic shift amount of each cyclic shift sequence
capable of reducing inter-sequence interference between
pilot signals in addition to the correspondence relationship.
Pilot information determining section 110 assigns a cyclic
shift sequence having a large difference in the cyclic shift
amount capable of reducing inter-sequence interference to
each stream. Pilot information determining section 110 then
outputs information regarding the determined cyclic shift
amount of the cyclic shift sequence to estimation section 108
and coding section 101.

On the other hand, DFT section 111 applies DFT process-
ing to the data signal inputted from separation section 105 and
converts the data signal from a time-domain signal to a fre-
quency-domain signal. DFT section 111 outputs the data
signal converted to the frequency-domain signal to demap-
ping section 112.

Demapping section 112 extracts a data signal of a portion
corresponding to the transmission band of each terminal from
the signal inputted from DFT section 111. Demapping section
112 then outputs the each extracted signal to signal separation
section 113.

Signal separation section 113 weights and combines the
data signals inputted from demapping section 112 according
to transmission power/weight using the estimate value of the
channel frequency response inputted from estimation section
108 and thereby separates the data signal into data signals of
the respective streams. Signal separation section 113 then
outputs the data signals subjected to equalization processing
to IFFT (Inverse Fast Fourier Transform) section 114.

IFFT section 114 applies IFFT processing to the data sig-
nals inputted from signal separation section 113. IFFT section
114 then outputs the signal subjected to the IFFT processing
to demodulation section 115.

Demodulation section 115 applies demodulation process-
ing to the signal inputted from IFFT section 114 and outputs
the signal subjected to the demodulation processing to decod-
ing section 116.
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Decoding section 116 applies decoding processing to the
signal inputted from demodulation section 115 and outputs
the signal subjected to the decoding processing (decoded bit
sequence) to error detection section 117. Error detection sec-
tion 117 performs error detection on the decoded bit sequence
inputted from decoding section 116. For example, error
detection section 117 performs error detection using a CRC
(Cyclic Redundancy Check).

Error detection section 117 generates, when an error is
detected in the decoded bit as a result of error detection, a
NACK signal as a response signal, and generates, when no
error is detected in the decoded bit, an ACK signal as a
response signal. Error detection section 117 then outputs the
response signal generated to coding section 101. Further-
more, when no error is detected in the decoded bit, error
detection section 117 outputs the data signal as the received
data.

[Configuration of Terminal Station Apparatus]

FIG. 9 is a diagram illustrating terminal 200 according to
the present embodiment.

RF reception section 201 applies reception processing such
as down-conversion, A/D conversion to a signal from the base
station received via an antenna and outputs the signal sub-
jected to the reception processing to demodulation section
202.

Demodulation section 202 applies equalization processing
and demodulation processing to the signal inputted from RF
reception section 201 and outputs the signal subjected to the
processing to decoding section 203.

Decoding section 203 applies decoding processing to the
signal inputted from demodulation section 202 and extracts
received data and assignment control information from the
signal subjected to the decoding processing. Here, the assign-
ment control information includes a response signal (ACK
signal/NACK signal), resource assignment information, con-
trol information, weight control information, information on
cyclic shift amounts and information indicating a correspon-
dence relationship between a stream number and a Walsh
sequence. Of the extracted assignment control information,
decoding section 203 outputs the resource assignment infor-
mation and control information to coding section 207, modu-
lation section 208 and assignment section 209 and outputs the
weight control information to transmission power/weight
control section 211 and outputs the information regarding the
cyclic shift amounts and information indicating the corre-
spondence relationship between a stream number and a Walsh
sequence to pilot information determining section 204.

Pilot information determining section 204 stores a plurality
of correspondence relationships (patterns) between a stream
number and a Walsh sequence and determines the correspon-
dence relationship between a stream number and a Walsh
sequence, based on the information indicating the correspon-
dence relationship between a stream number and a Walsh
sequence inputted from decoding section 203. The informa-
tion indicating the correspondence relationship between a
stream number and a Walsh sequence is not limited to infor-
mation reporting pattern A or pattern B, but may be informa-
tion indicating whether the Walsh sequence used in stream 0
is wl or w2.

For example, when pattern A and pattern B as shown in
FIG. 8 as the correspondence relationship between a stream
number and a Walsh sequence are stored, pilot information
determining section 204 determines a Walsh sequence used
for each stream, based on information indicating the corre-
spondence relationship (information on pattern A or pattern
B) inputted from decoding section 203.
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Furthermore, pilot information determining section 204
determines the cyclic shift amounts of the cyclic shift
sequence according to the information on the cyclic shift
amounts inputted from decoding section 203. Pilot informa-
tion determining section 204 then outputs the determined
information to pilot signal generation section 205.

Pilot signal generation section 205 generates a pilot signal
based on the information on the cyclic shift amounts and
Walsh sequences inputted from pilot information determin-
ing section 204 and outputs the pilot signal to multiplexing
section 210. To be more specific, pilot signal generation sec-
tion 205 spreads the cyclic shift sequence according to the
cyclic shift amount set by pilot information determining sec-
tion 204 using the Walsh sequence set by pilot information
determining section 204 and outputs the spread signal to
multiplexing section 210.

CRC section 206 receives divided transmission data as
input. CRC section 206 performs CRC coding on the inputted
transmission data to generate CRC coded data and outputs the
generated CRC coded data to coding section 207.

Coding section 207 codes the CRC coded data inputted
from CRC section 206 using the control information inputted
from decoding section 203 and outputs the coded data to
modulation section 208.

Modulation section 208 modulates the coded data inputted
from coding section 207 using the control information input-
ted from decoding section 203 and outputs the modulated
data signal to assignment section 209.

Assignment section 209 assigns the data signal inputted
from modulation section 208 to frequency resources (RBs),
based on the resource assignment information inputted from
decoding section 203. Assignment section 209 outputs the
data signal assigned to RBs to multiplexing section 210.

Multiplexing section 210 time-multiplexes the data signal
and the pilot signal inputted from assignment section 209 and
outputs the multiplexed signal to transmission power/weight
control section 211.

Transmission power/weight control section 211 deter-
mines transmission power/weight based on the weight con-
trol information inputted from decoding section 203, multi-
plies each multiplexed signal inputted from multiplexing
section 210 by the transmission power/weight and outputs the
multiplexed signal after the multiplication to RF transmission
section 212.

RF transmission section 212 applies transmission process-
ing such as D/A conversion, up-conversion, amplification to
the multiplexed signal inputted from transmission power/
weight control section 211 and transmits by radio the signal
after the transmission processing to the base station from an
antenna.

Next, the correspondence relationship between a stream
number and a Walsh sequence will be described.

Here, in SU-MIMO, since one terminal transmits a plural-
ity of streams, the same transmission bandwidths (band-
widths for transmitting data signal) of the respective streams
are set to the same value. This is because the amount of
reporting control information of resource assignment can be
reduced by setting the same transmission bandwidth for one
terminal. Thus, in SU-MIMO since the transmission band-
width is common among sequences, it is possible to maintain
orthogonality among sequences through the cyclic shift
sequences, provides a high effect of reducing inter-sequence
interference and produces less inter-sequence interference.

On the other hand, in MU-MIMO, a transmission band-
width is reported to each terminal, and each terminal can
thereby set a different transmission bandwidth and set a trans-
mission bandwidth adapted to a channel situation of each
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terminal. Therefore, when transmission bandwidths are dif-
ferent among sequences, the cyclic shift sequence alone can-
not maintain orthogonality among sequences, provides a
lower effect of inter-sequence interference and produces
large inter-sequence interference.

Therefore, hereinafter the number of terminals in MU-
MIMO is assumed to be two in agreement with the number of
terminals that can be generated with a Walsh sequence of a
sequence length of 2 (length that can be realized in an LTE
subframe configuration). Furthermore, a case will be
assumed where each Walsh sequence is associated with two
streams (=maximum number of streams/number of Walsh
sequences under study in LTE-A) so that inter-sequence inter-
ference can be suppressed to a low level from the standpoint
including inter-sequence interference in SU-MIMO in addi-
tion to MU-MIMO. An appropriate correspondence relation-
ship between a stream number and a Walsh sequence in this
case will be studied.

Inthe present embodiment, terminals are configured to use
mutually orthogonal Walsh sequences in MU-MIMO. The
Walsh sequence can maintain orthogonality even when trans-
mission bandwidths are different among sequences.

FIG. 8 is a diagram illustrating an example of correspon-
dence between a stream number and a Walsh sequence. In
MU-MIMO having two or fewer streams to be assigned to
each terminal, it is possible to use Walsh sequences differing
among terminals, and thereby maintain orthogonality among
sequences. As described above, the stream number is a num-
ber indicating the order in which data is assigned.

When the example of correspondence shown in FIG. 8 is
used, in pattern A, Walsh sequence w1 is set in a first stream
group made up of'a first stream (stream #0) and second stream
(stream #1) and Walsh sequence w2 is set in a second stream
group made up of'a third stream (stream #2) and fourth stream
(stream #3). On the other hand, in pattern B, Walsh sequence
w2 is set in the first stream group and Walsh sequence w1 is
set in the second stream group.

Here, as one method, each terminal determines a pattern
based on control information of pattern A or pattern B and in
SU-MIMO, the first stream group and second stream group in
the determined pattern are assigned to the terminal. In MU-
MIMO, the first stream group in the determined pattern is
assigned to the first terminal and the second stream group is
assigned to the second terminal. Thus, mutually orthogonal
Walsh sequences are set in the first and second stream groups
at least one of which includes a plurality of streams and users
are assigned in stream group units.

Furthermore, as another method, each terminal determines
apattern based on control information of pattern A or pattern
B, and when the number of streams used by the terminal for
data transmission is equal to or fewer than the number of
streams included in the first stream group, each terminal uses
only the sequence assigned to the first stream group in the
determined pattern, whereas when the number of streams is
greater than the number of streams included in the stream
group, each terminal uses the sequences assigned to the first
and second stream groups.

That is, when the correspondence relationship between a
stream number and a Walsh sequence as shown in FIG. 8 is
used, pilot information determining section 204 determines
to use a Walsh sequence (w1 or w2) reported from the base
station for the first stream, determines to use the same Walsh
sequence as the Walsh sequence of the first stream for the
second stream, and determines to use a Walsh sequence dif-
ferent from the first and second streams in the third and fourth
streams.
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As the number of streams increases, the separation perfor-
mance generally deteriorates a great deal, but in SU-MIMO,
if the number of streams per terminal is 2 or less, streams can
be separated using only cyclic shift sequences while using the
same Walsh sequence, and therefore performance deteriora-
tion is small.

Thus, when mutually orthogonal Walsh sequences are set
in the first and second stream groups, the first and second
stream groups where mutually orthogonal Walsh sequences
are assigned may be configured of two streams also for the
following reasons.

As described above, in LTE-A uplink, as SU-MIMO, stud-
ies are being carried out on MIMO transmission with four
antennas for transmission and reception respectively, that is,
assuming that the maximum number of streams is four.
Therefore, if the number of streams included in each stream
group is assumed to be 2, Walsh sequences w1 and w2 are
associated with two streams each.

Using two cyclic shift sequences corresponding to the
maximum difference between the respective cyclic shift
amounts in each stream group makes it possible to reduce
inter-sequence interference that occurs between streams.
Therefore, when the maximum number of streams in MIMO
transmission is four, it is ensured that each stream group
includes two (=maximum number of streams/Walsh
sequences under study in LTE-A) streams. Thus, assigning
different Walsh sequences to the respective stream groups
makes it possible to reduce inter-sequence interference occur-
ring between streams.

As aresult, when SU-MIMO and MU-MIMO are simulta-
neously applied, it is possible to reduce inter-sequence inter-
ference in pilot signals between terminals while suppressing
inter-sequence interference in a plurality of pilot signals used
by the same terminal to a low level.

It is also assumed in MU-MIMO transmission that the first
terminal uses three streams and the second terminal uses one
stream.

Thus, the number of streams N,, making up each stream
group for assigning mutually orthogonal different Walsh
sequences is shared between the base station and terminal.
Pilot information determining section 204 may also deter-
mine to use a Walsh sequence (w1 or w2) reported from the
base station in the first to N, -th streams and use a Walsh
sequence different from the Walsh sequence reported by the
base station in the (N, +1)-th and subsequent streams. In other
words, one terminal station may use one type of Walsh
sequence (w1 or w2) in the first to N -th streams and use one
type of Walsh sequence different from the above-described
Walsh sequence in the (N, +1)-th and subsequent streams.
Whether the first stream is w1 or w2 may be directly reported
by the base station or indirectly reported as information of
pattern A or pattern B. For example, when two streams are
assigned to the terminal, N, =2 may be shared between the
base station and terminal, and when three streams are
assigned to the terminal, N, =3 may be shared between the
base station and terminal.

Thus, the correspondence relationship (pattern) between a
stream number and a Walsh sequence is changed according to
N,, so as to use, for example, the correspondence relationship
in FIG. 8 when N, =2, and use the correspondence relation-
ship in FIG. 10 when N, =3. When the number of streams is
four and N, =4 is assumed, the same Walsh sequence is used
in all streams.

The N,, value corresponding to the number of streams of
each terminal in MU-MIMO may be reported through signal-
ing. At this time, in SU-MIMO, the same Walsh sequence as
that of the first stream is used in the first to N, -th streams and
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a Walsh sequence different from the Walsh sequence of the
first stream is used in the (N +1)-th and subsequent streams.
This allows the number of streams using the same Walsh
sequence to be arbitrarily changed. Furthermore, the above-
described technique and the conventional technique (FIG. 3)
may be changed through signaling.

Also when the first terminal uses three streams and the
second terminal uses one stream, mutually orthogonal Walsh
sequences w1 and w2 are set for the first stream group made
up of three streams and for the second stream group made up
of one stream group. Assigning the first stream group to the
first terminal and assigning the second stream group to the
second terminal causes the first terminal and the second ter-
minal to use different Walsh sequences, which reduces inter-
sequence interference between terminals. Furthermore,
assigning the first stream group of pattern A to the first ter-
minal and assigning the first stream group of pattern B to the
second terminal causes the first terminal and the second ter-
minal to use different Walsh sequences, which reduces inter-
sequence interference between terminals. Thus, when MU-
MIMO where the number of streams of each terminal is three
or more is assumed, it is possible to reduce inter-sequence
interference between terminals using a Walsh sequence simi-
lar to that of the first stream also for the Walsh sequence used
for the third stream.

Examples of the signaling method for changing N, include
(a) amethod of reporting per scheduling, and (b) a method of
reporting at a longer interval than scheduling (Higher Layer
Signaling or the like).

Furthermore, N,, may be reported in a terminal-specific
(UE Specific) manner or may be reported in a cell-specific
(Cell Specific) manner. Furthermore, N, may be reported
implicitly according to the number of the cyclic shift amount.
For example, when “0, 2, 3, 4, 6, 8, 9, 10” (that is, “0, 2, 3, 4,
6, 8, 9, 10”xsymbol length/12 (ms)) is defined as the cyclic
shift amount reported from the base station to the terminal, if
any one of cyclic shift amounts “0, 2, 3, 4” is reported, N, =2
is assumed and if any one of cyclic shifts “6, 8, 9, 10” is
reported, N, =4 is assumed.

For example, when N, =2, mutually orthogonal Walsh
sequences w1 and w2 are set for the first stream group made
up of two streams and for the second stream group made up of
two stream groups. Furthermore, when N, =4, mutually
orthogonal Walsh sequences w1l and w2 are set for the first
stream group made up of four streams and for the second
stream group made up of O stream groups. Then, N, is
changed explicitly or implicitly. That is, the terminal trans-
mits pilot signals of four streams using two types w1l and w2
when N, =2 and transmits pilot signals of four streams using
any one of wl and w2 when N, =4. In other words, Walsh
sequences of the same sign are used for the first stream and
second stream and Walsh sequences of the same sign as or
different sign from that of the first stream depending on the
number of streams N,, making up each stream group in the
third and subsequent streams.

Thus, the N,, value can be changed through signaling, and
it is thereby possible to use the number of streams N, set
according to the separation performance of spatially multi-
plexed signals in MU-MIMO and flexibly reduce inter-se-
quence interference.

In the above description, a Walsh sequence is associated
with a stream number, but a cyclic shift amount can also be
associated with a stream number in addition to a Walsh
sequence. For example, as shown in FIG. 11, cyclic shift
sequences (here, suppose “0, 1, 2,3,4,5,6,7,8,9,10, 11"
(thatis, “0, 1,2,3,4,5,6,7,8,9, 10, 11”xsymbol length/12
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(ms)) are selectable as the cyclic shift amounts) having a large
difference in cyclic shift amounts is assigned to the same
Walsh sequence.

To be more specific, when cyclic shift amount A0 (A0<12)
used for the first stream (stream #0) is reported from the base
station, cyclic shift amount Al used for the second stream
(stream #1) is assumed to be (A0+6)mod12 and the cyclic
shift amount is assumed to be a 2 symbol length (see pattern
1 and pattern 2 in FIG. 11). Furthermore, suppose cyclic shift
amount A2 used for the third stream (stream #2) is (A0+3)
mod12, the cyclic shift amount is a ¥ symbol length, cyclic
shift amount A3 used for the fourth stream (stream #3) is
(A0+9)mod12 and the cyclic shift amount is a % symbol
length (see pattern 1 in FIG. 11). Cyclic shift amount A2 used
for the third stream (stream #2) may be (A0+9)mod12 and
cyclic shift amount A3 used for the fourth stream (stream #3)
may be (A0+3)mod12 (see pattern 2 in FIG. 11).

This allows the difference in the cyclic shift amountto be a
14 symbol length not only between sequences using Walsh
sequence w1l but also between sequences using Walsh
sequence w2 and also allows the difference in the cyclic shift
amount to be largest, and thereby allows inter-sequence inter-
ference to be drastically reduced. On the other hand, the
difference in the cyclic shift amount is set to a ¥4 symbol
length between different Walsh sequences (w1 and w2) to
thereby reduce inter-sequence interference in cyclic shift
sequences and further reduce inter-sequence interference in
different Walsh sequences.

Thus, when the sum of the number of streams per terminal
in SU-MIMO and the number of streams of the terminals in
MU-MIMO (hereinafter referred to as “number of operating
streams”) is four, inter-sequence interference can be drasti-
cally reduced using “0, 6, 3, 9” (or “0, 6, 9, 3”) as the amount
of offset of the cyclic shift amount for the first to fourth
streams.

When the number of operating streams is three, “0, 6, 3” or
“0, 4, 8” may beused as the amount of offset of the cyclic shift
amount for the first to third streams. Here, the amount of
offset “0, 6,3 is partially common to the amount of offset “0,
6,3, 9” applicable to the case where the number of operating
streams is four. Therefore, when the number of operating
streams is three, it is possible to use part of the processing in
the case where the number of operating streams is four by
using “0, 6, 3” as the amount of offset of the cyclic shift
amount. Thatis, since the same circuit can be used in the cases
where the number of operating streams is three and four, the
circuit scale can be reduced. However, when “0, 6, 3” is used
as the amount of offset of the cyclic shift amount, the interval
of cyclic shift amounts between streams is three. On the other
hand, when the number of operating streams is three, if “0, 4,
8” is used as the amount of offset of the cyclic shift amount,
the interval of cyclic shift amounts between streams is four
and the interval of cyclic shift amounts can be widened to a
maximum degree. Therefore, when the number of operating
streams is three, using “0, 4, 8" as the amount of offset of the
cyclic shift amount has a greater effect of reducing inter-
sequence interference than using “0, 6, 3.”

As described above, pilot information determining section
204 determines respective Walsh sequences of the first and
second stream groups, at least one of which includes a plu-
rality of streams, based on assignment control information
and pilot signal generation section 205 spreads each stream
included in the first and second stream groups with the deter-
mined Walsh sequence and thereby forms a transmission
signal. At this time, mutually orthogonal Walsh sequences are
set in the first and second stream groups and users are
assigned in stream group units.
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14
MODIFICATION EXAMPLE 1

A case has been described above where in MU-MIMO
transmission, Walsh sequence w1 is assigned to the first
stream group made up of first to third streams and Walsh
sequence w2 is assigned to the second stream group made up
of only the fourth stream as an example of N, =3.

In this case, in SU-MIMO, the same Walsh sequence w1 is
assigned to the first to third streams included in the first
stream group, and it is therefore necessary to reduce interfer-
ence between three sequences using cyclic shift sequences.
However, even when N, =3, since the difference in the cyclic
shift amount between cyclic shift sequences is sufficiently
large, inter-sequence interference can be sufficiently reduced.

Thus, in SU-MIMO, even when the same transmission
bandwidth is used between sequences, the difference in the
cyclic shift amount between cyclic shift sequences decreases
as the number of streams increases and inter-sequence inter-
ference between cyclic shift sequences increases. That is, in
SU-MIMO, when the number of streams making up a stream
group is small, the difference in the cyclic shift amount can be
increased and therefore even when the same Walsh sequence
is used, inter-sequence interference can be sufficiently
reduced only with cyclic shift sequences, whereas when the
number of streams making up the stream group is large, the
difference in the cyclic shift amount decreases and inter-
sequence interference between sequences increases.

Thus, in SU-MIMO, when the number of streams of a
stream group is small, Walsh sequences of the same sign are
applied and when the number of streams of the stream group
is large, Walsh sequences of the same sign or a different sign
may also be applied. To be more specific, in SU-MIMO,
Walsh sequence w1l or w2 is applied when the number of
streams of a stream group is two or fewer, whereas when the
number of streams of a stream group is three or more, Walsh
sequences wl and w2 are applied. When the number of
streams per terminal is three or more, the first stream group to
which Walsh sequence w1 is assigned and the second stream
group to which Walsh sequence w2 is assigned are assigned to
a single user. That is, in this case, the first and second stream
groups for which mutually orthogonal Walsh sequences are
set are assigned to a single user.

A case has been described above where the number of
streams is four or fewer as an example, but it may also be
assumed that the correspondence relationship in the first and
subsequent streams is repeated in the fifth and subsequent
streams. That is, a Walsh sequence of wl may be used in the
first and fifth streams, the second and sixth streams.

The base station and terminal according to the present
invention may also be replaced by the following.

The base station includes pilot information determining
section 110 as a setting section that classifies a stream defined
in one terminal into a first stream group and a second stream
group, and selects and sets a sequence used in the first stream
group and the second stream group from a first Walsh
sequence or second Walsh sequence for each terminal, pilot
information determining section 110 as a control information
generation section that generates control information indicat-
ing whether the sequence used in the set first stream group is
the first Walsh sequence or the second Walsh sequence, and
RF transmission section 103 as a transmission section that
transmits the control information, wherein pilot information
determining section 110 as the setting section assigns difter-
ent Walsh sequences to the first stream group and the second
stream group in each terminal.

The terminal includes RF reception section 201 as a recep-
tion section that classifies a stream defined in one terminal
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into a first stream group and a second stream group, and
receives control information indicating whether a sequence
used in the first stream group is a first Walsh sequence or a
second Walsh sequence, demodulation section 202 and
decoding section 203, pilot information determining section
204 as a setting section that assigns a sequence reported by the
control information to the first stream group and assigns a
sequence different from the sequence reported by the control
information to the second stream group based on the control
information, pilot signal generation section 205 as a forma-
tion section that forms a transmission signal using the set
Walsh sequence and RF transmission section 212 as a trans-
mission section that transmits the formed transmission signal,
where pilot signal generation section 205 as the formation
section: uses only the sequence assigned to the first stream
group when the number of streams used by the terminal for
data transmission is equal to or fewer than the number of
streams included in the first stream group; and uses the
sequence assigned to the first and second stream groups,
when the number of streams is greater than the number of
streams included in the stream group.

(Embodiment 2)

Embodiment 1 assumes that information on the correspon-
dence relationship between a stream number and a Walsh
sequence and information on the cyclic shift sequences are
reported per scheduling. To be more specific, in LTE, the base
station selects a cyclic shift amount of each cyclic shift
sequence from among eight types (cyclic shift amounts
defined in LTE) and reports the selected cyclic shift amount to
the terminal using three bits. Furthermore, in LTE-A, studies
are being carried out on a base station selecting any one of wl
and w2 as a Walsh sequence and reporting the selected
sequence to the terminal using one bit.

Therefore, according to Embodiment 1, the terminal
selects a cyclic shift sequence and a Walsh sequence from
among 16 types of combinations; eight types of cyclic shift
sequences and two types of Walsh sequences. However, in a
real environment of LTE-A uplink, the number of streams
assumed as the number of streams used in SU-MIMO or
MU-MIMO is four at most and it is sufficient that four
sequences having little inter-sequence interference be able to
be selected as pilot signals. With all these aspects taken into
consideration, there are many alternatives (16 types) in select-
ing a pilot signal sequence with respect to the number of
sequences to be code-multiplexed (four types at most).

That is, in consideration of the necessity for providing only
four sequences as sequences with less inter-sequence inter-
ference, influences of pilot signals on inter-sequence interfer-
ence are small even when alternatives (degree of freedom) of
pilot signals are reduced. In other words, it may be considered
unnecessary such flexibility (degree of freedom) that both
cyclic shift sequences and Walsh sequences are reported to
each terminal per scheduling.

On the other hand, in MU-MIMO, terminals to be spatially
multiplexed differ from one scheduling instance to another.
Therefore, it is preferable thatin MU-MIMO, different Walsh
sequences be able to set per scheduling and spatial multiplex-
ing be able to be performed between different terminals per
scheduling. In other words, it is preferable that Walsh
sequences be able to be adjusted with information reported
from the base station per scheduling.

Thus, the present embodiment associates a Walsh sequence
with a cyclic shift amount of each cyclic shift sequence used
for a first stream and changes a correspondence relationship
(pattern) indicating a pair of the cyclic shift amount and
Walsh sequence at an interval longer than that of scheduling.
That is, the base station reports a cyclic shift amount per
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scheduling and reports a correspondence relationship (pat-
tern) indicating a pair of a cyclic shift amount and a Walsh
sequence at an interval longer than that of scheduling. This
causes a reception cycle of a correspondence relationship
(pattern) indicating a pair of a cyclic shift amount and a Walsh
sequence in the terminal to be longer than a reception cycle of
a cyclic shift amount, and can thereby suppress increases in
the amount of reporting of Walsh sequences. Furthermore,
since the terminal can set Walsh sequence w1 or w2 according
to information on the cyclic shift amount reported from the
base station per scheduling, it is possible to suppress
increases in the amount of reporting of Walsh sequences
while maintaining the degree of freedom within which Walsh
sequences can be changed per scheduling.

The above-described correspondence relationship may be
reported in a manner that differs from one cell to another
(cell-specific) or may be reported in a manner that differs
from one terminal to another (user specific). In the case of
cell-specific reporting, only information common to respec-
tive terminals in the cell needs to be reported, and it is thereby
possible to reduce the amount of reporting. On the other hand,
in the case of user-specific reporting, since association of
cyclic shift sequences and Walsh sequences can be set for
each terminal, flexibility of sequences assigned to each ter-
minal increases. For example, when a correspondence rela-
tionship in which w1 is associated with a cyclic shift sequence
of cyclic shift amount 2 is used for the first terminal, and a
correspondence relationship in which w2 is associated with a
cyclic shift sequence of cyclic shift amount sequence 2 is used
for the second terminal, it may be possible to assign cyclic
shift sequence 2 to the first and second terminals and perform
code multiplexing using Walsh sequences w1 and w2. Fur-
thermore, in this case, it is also possible to reduce the amount
of reporting used to report Walsh sequences compared to the
prior art that reports Walsh sequences to each terminal.

The configuration of the base station according to Embodi-
ment 2 of the present invention is similar to the configuration
of Embodiment 1 shown in FIG. 7 and is different only in
some functions, and therefore only different functions will be
described using FIG. 7.

Pilot information determining section 110 stores an oper-
ating sequence identification table storing a plurality of can-
didates for pairs of a cyclic shift amount and a Walsh
sequence.

FIG. 12 is a diagram illustrating an example of the operat-
ing sequence identification table according to the present
embodiment. The operating sequence identification table
defines a correspondence relationship (pattern) between two
patterns; pattern 1 and pattern 2, as candidates for pairs of a
cyclic shift amount of each cyclic shift sequence and a Walsh
sequence used for a first stream.

In pattern 1, Walsh sequences “w2, w2, w2, w2, wl, wl,
w1, w1” are associated with cyclic shift amounts <0, 2, 3, 4, 6,
8, 9, 10.” On the other hand, in pattern 2, Walsh sequences
“wl, wl,wl, wl, w2, w2, w2, w2” are associated with cyclic
shift amounts “0, 2,3, 4, 6, 8, 9, 10.”

Thus, when attention is focused, for example, on the cyclic
shift sequence of cyclic shift amount 0, the operating
sequence identification table defines a pair of cyclic shift
amount 0 and Walsh sequence w1 and a pair of cyclic shift
amount 0 and Walsh sequence w2 according to pattern 1 or
pattern 2.

Pilot information determining section 110 determines
transmission bands of pilot signals based on the resource
assignment information inputted from scheduling section
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109, and selects the above-described correspondence rela-
tionship (pattern) that can reduce inter-sequence interference
of these pilot signals.

Pilot information determining section 110 outputs infor-
mation indicating the selected correspondence relationship
(pattern) to coding section 101 and estimation section 108.
When the operating sequence identification table is config-
ured of only one pattern, it is not necessary to report which
pattern is selected or report the selected pattern, and it is
therefore unnecessary to report information indicating the
selected correspondence relationship (pattern).

Furthermore, pilot information determining section 110
determines a combination (pair) of a cyclic shift sequence and
a Walsh sequence of the first stream from the selected corre-
spondence relationship (pattern).

Pilot information determining section 110 determines
Walsh sequences of pilot signals used in the second and
subsequent streams in substantially the same way as in
Embodiment 1. That is, pilot information determining section
110 determines correspondence relationships with Walsh
sequences in the second and subsequent streams from among
correspondence relationships between a stream number and a
Walsh sequence (e.g., pattern A and pattern B shown in FIG.
8) based on the Walsh sequences of the first stream deter-
mined above. For example, pilot information determining
section 110 determines pattern A when the Walsh sequence of
the first stream is w1 and determines pattern B when w2.

Furthermore, pilot information determining section 110
determines cyclic shift amounts of cyclic shift sequences in
the second and subsequent streams in addition to the corre-
spondence relationship. For example, pilot information deter-
mining section 110 determines cyclic shift amounts of cyclic
shift sequences in the second and subsequent streams by
adding a fixed offset to the cyclic shift amount of the first
stream. Alternatively, assuming the cyclic shift amounts of
cyclic shift sequences in the second and subsequent streams
are reported as control information, pilot information deter-
mining section 110 may determine the cyclic shift amounts of
cyclic shift sequences in the second and subsequent streams
based on this control information. Pilot information deter-
mining section 110 then outputs information indicating the
determined cyclic shift amounts and information indicating
the correspondence relationship between a stream number
and a Walsh sequence to estimation section 108 and outputs
information indicating the cyclic shift amount to coding sec-
tion 101.

The base station then reports the cyclic shift amounts used
for cyclic shift sequences in the first stream per scheduling.

Furthermore, the base station reports information indicat-
ing which correspondence relationship of pattern 1 or pattern
2 is used to the terminal at an interval longer than a scheduling
interval. Examples of signaling reported at an interval longer
than a scheduling interval include MAC header, RRC signal-
ing or higher layer signaling such as broadcast information.

The configuration of the terminal according to Embodi-
ment 2 of the present invention is similar to the configuration
of Embodiment 1 shown in FIG. 9 and is different only in
some functions, and therefore only different functions will be
described using FIG. 9.

Pilot information determining section 204 stores an oper-
ating sequence identification table storing a plurality of cor-
respondence relationships (patterns) between a cyclic shift
amount and a Walsh sequence. Pilot information determining
section 204 then determines the correspondence relationship
between a cyclic shift amount and a Walsh sequence, based on
information indicating the correspondence relationship
between a cyclic shift amount and a Walsh sequence inputted
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from decoding section 203 (information reported at an inter-
val longer than that of scheduling).

For example, as the correspondence relationship between a
cyclic shift amount and a Walsh sequence, the operating
sequence identification table stores pattern 1 and pattern 2 as
shown in FIG. 12, and pilot information determining section
204 determines the correspondence relationship based on the
information indicating the correspondence relationship
between a cyclic shift amount and a Walsh sequence inputted
from decoding section 203 (information on pattern 1 or pat-
tern 2).

Furthermore, pilot information determining section 204
determines a Walsh sequence according to information on the
cyclic shift amount inputted from decoding section 203 and
the above-described correspondence relationship. The infor-
mation determined here is outputted to pilot signal generation
section 205.

Pilot information determining section 204 determines pilot
signals used in the second and subsequent streams in substan-
tially the same way as in pilot information determining sec-
tion 110. For example, pilot information determining section
204 stores a plurality of correspondence relationships
between a stream number and a Walsh sequence, and deter-
mines the correspondence relationships with Walsh
sequences in the second and subsequent streams from among
correspondence relationships between a stream number and a
Walsh sequence (e.g., pattern A or pattern B shown in FIG. 8),
based on the determined Walsh sequence (w1 or w2) of the
first stream.

Furthermore, pilot information determining section 204
determines cyclic shift amounts of cyclic shift sequences in
the second and subsequent streams according to information
on the cyclic shift amount of the first stream inputted from
decoding section 203 in the same way as in pilot information
determining section 110. The cyclic shift amounts of the
cyclic shift sequences determined here are outputted to pilot
signal generation section 205.

Next, the correspondence relationship (pattern) between a
cyclic shift amount and a Walsh sequence according to the
present embodiment will be described in detail. In the present
embodiment, pilot information determining section 204
stores an operating sequence identification table storing a
plurality of correspondence relationships (patterns) between
a cyclic shift amount and a Walsh sequence, and switches
between the correspondence relationships (patterns) at an
interval longer than the scheduling interval.

The present embodiment reports information indicating a
correspondence relationship (pattern) between a cyclic shift
amount and a Walsh sequence at an interval longer than the
scheduling interval, and can thereby suppress increases in the
amount of reporting. Furthermore, by associating a cyclic
shift amount with a Walsh sequence, it is possible to change a
Walsh sequence by selecting a cyclic shift amount, and
thereby maintain the degree of freedom in changing a Walsh
sequence per scheduling.

That is, the cyclic shift amount of a cyclic shift sequence is
information reported per scheduling, and by associating the
cyclic shift amount of a cyclic shift sequence with a Walsh
sequence, it is possible to control the cyclic shift amount of a
cyclic shift sequence reported per scheduling and set a Walsh
sequence, and thereby change a Walsh sequence per sched-
uling.

Furthermore, by defining a plurality of correspondence
relationships (patterns) between a cyclic shift amount and a
Walsh sequence and selecting one of the plurality of corre-
spondence relationships (patterns), the possibility that both
w1 and w2 may be associated as Walsh sequences associated



US 9,413,447 B2

19

with their respective cyclic shift amounts increases and the
flexibility of Walsh sequences assigned to each terminal can
beincreased. For example, intwo types of patterns in FIG. 12,
w1 and w2 are associated with a cyclic shift sequence of a
cyclic shift amount of 2, and therefore when the cyclic shift
sequence of cyclic shift amount 2 is assigned to the terminal,
selection is possible from two types of Walsh sequences w1
and w2.

Furthermore, when eight types of cyclic shift amounts and
two types of Walsh sequences are used to a maximum degree
for the number of code-multiplexed sequences (four types at
most), there are as many as 16 alternatives in selecting a
sequence of pilot signals, and therefore even when the num-
ber of alternatives (degree of freedom) of pilot signals is
reduced, influences of the pilot signals on inter-sequence
interference are small. Therefore, even when the number of
alternatives decreases (flexibility deteriorates) in the cyclic
shift sequence and Walsh sequence, influences on the perfor-
mance of the entire system are small.

A case has been described above where a plurality of
correspondence relationships (patterns) between a cyclic
shift amount and a Walsh sequence are provided and the
correspondence relationships (patterns) are reported at a long
interval, but the correspondence relationships (patterns) may
be fixed to one type as shown in FIG. 13. This results in
reporting with only three bits of a cyclic shift amount as in the
case of the prior art, and can thereby further reduce the
amount of reporting on Walsh sequences. Furthermore, as
described above, when eight types of cyclic shift amounts and
two types of Walsh sequences are used to a maximum degree
with respect to the number of code-multiplexed sequences
(four types at most), there are as many as 16 alternatives in
selecting a sequence of pilot signals, and therefore even when
the number of alternatives (degree of freedom) of pilot signals
is reduced, influences of the pilot signals on inter-sequence
interference are small.

When only an LTE-A terminal is assumed, associating the
same number of Walsh sequences w1 and w2 with cyclic shift
sequences makes it possible to equalize the probabilities of
w1 and w2 being used respectively and substantially equalize
the probabilities of inter-sequence interference occurring
between pilot signals. Of the pairs of a cyclic shift amount and
a Walsh sequence, the patterns shown in FIG. 12 and FIG. 13
respectively are examples where the number of pairs with
Walsh sequence w1l and the number of pairs with Walsh
sequence w2 are equal. That is, in the respective patterns
shown in FIG. 12 and FIG. 13, four Walsh sequences w1 and
four Walsh sequences w2 are associated with eight types of
cyclic shift amounts. Here, when “0, 2, 3, 4, 6, 8, 9, 10” are
defined as cyclic shift amounts as in LTE, a correspondence
relationship between cyclic shift amounts “0, 2, 3, 4, 6, 8, 9,
10” and Walsh sequences may be defined. Furthermore, when
other “1, 5, 7, 11” are defined as cyclic shift amounts, a
correspondence relationship between all cyclic shift amounts
“0,1,2,3,4,5,6,7,8,9, 10, 11” and Walsh sequences may
be defined.

Furthermore, when cyclic shift amount A0 (A0<12) used
for the first stream is reported, cyclic shift amount Al used for
the second stream is assumed to be (A0+6)mod 12, and the
cyclic shiftamountis assumed to be a /2 symbol length so that
the interval between cyclic shift amounts becomes largest
(difference in cyclic shift amounts becomes a maximum)
(that is, the interval between cyclic shift amounts is 6), with
respect to the pair of the cyclic shift amounts, which are most
distant from each other (e.g., cyclic shift amount (0, 6)), the
Walsh sequence associated with one cyclic shift amount that
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forms the pair may be different from the Walsh sequence
associated with the other cyclic shift amount.

FIG. 14 is an example of the operating sequence identifi-
cation table in which of a pair of cyclic shift amounts, which
are most distant from each other (e.g., cyclic shift amount (0,
6)), the Walsh sequence associated with the one cyclic shift
amount that forms the pair is different from the Walsh
sequence associated with the other cyclic shift amount. As
shown in FIG. 14, for example, Walsh sequence w1 is asso-
ciated with cyclic shift amount “0” and w2 is associated with
cyclic shift amount “6” which is most distant from the cyclic
shift amount “6”. Similarly, Walsh sequence w1 is associated
with cyclic shift amounts “2, 3, 4” and w2 is associated with
cyclic shift amounts “8, 9, 10” which are most distant from
cyclic shift amounts “2, 3, 4” respectively. Thus, as shown in
FIG. 14, different Walsh sequences w1 and w2 are associated
with cyclic shift amounts making up pairs of cyclic shift
amounts (0, 6), (2, 8), (3, 9), (4, 10), which are most distant
from each other respectively.

As shown in the operating sequence identification table in
FIG. 14, advantages in the case where cyclic shift amount Al
of the second stream is set to a cyclic shift amount (that is,
A1=A0+6), which is most distant from cyclic shift amount AQ
of' the first stream, will be described using FIG. 15.

In FIG. 15, candidates for pairs of a cyclic shift amount of
each cyclic shift sequence and a Walsh sequence used for the
first stream are defined in an operating sequence identifica-
tion table. A case will then be considered where cyclic shift
amount Al of the second stream is set to a cyclic shift amount
(that is, A1=A0+6) most distant from cyclic shift amount A0
of'the first stream. At this time, when “0” is reported as cyclic
shift amount A0 of the first stream, cyclic shift amount A1 of
the second stream is set to “6” and Walsh sequences of the first
and second streams are set to wl. On the other hand, when <6
is reported as cyclic shift amount A0 of the first stream, cyclic
shift amount Al of the second stream is set to “0” and Walsh
sequences of the first and second streams are set to w2.

Thatis, both the pairs of cyclic shift amounts ofthe first and
second streams are (0,6), but Walsh sequences set in the first
and second streams can be switched depending on which of
“0” or “6” the base station reports to the terminal as cyclic
shift amount A0 of the first stream.

Thus, when the cyclic shift amount of the second stream is
set to a cyclic shift amount distant by a predetermined amount
of offset from the cyclic shift amount of the first stream in the
operating sequence identification table, different Walsh
sequences are associated with the cyclic shift amounts (CS1
and CS2) distant from each other by the predetermined
amount of offset. Thus, it is possible to set different Walsh
sequences in the first and second streams depending on
whether the cyclic shift amount reported from the base station
to the terminal is CS1 or CS2.

On the other hand, when the cyclic shift amount of the
second stream is set to a cyclic shift amount most distant from
the cyclic shift amount of the first stream, if the same Walsh
sequence is associated with the cyclic shift amounts (CS1 and
CS2), which are most distant from each other in the cyclic
shift amount, the same Walsh sequence is set regardless of
whether the cyclic shift amount reported from the base station
to the terminal is CS1 or CS2. For this reason, the degree of
freedom in changing Walsh sequences is reduced compared
to a case where different Walsh sequences are associated with
the cyclic shift amounts (CS1 and CS2), which are most
distant from each other. Furthermore, in order to switch
between Walsh sequences associated with cyclic shift
amounts (CS1 and CS2) which are most distant from each
other, as described using FIG. 12, it is necessary to report
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through higher layer signaling which pattern should be used,
which requires an extra reporting bit.

MODIFICATION EXAMPLE 1

While LTE-A terminals use Walsh sequence w1 or w2,
LTE terminals are not assumed to use Walsh sequences and
have no requirements regarding Walsh sequences, which is
equivalent to always using Walsh sequence w1. Here, assum-
ing an environment in which LTE terminals and LTE-A ter-
minals coexist, while the probabilities of LTE-A terminals
using Walsh sequence w1 and w2 are substantially the same,
the probability of LTE terminals using Walsh sequence w1 is
higher. Therefore, when Walsh sequence w1 is used, the prob-
ability of inter-sequence interference occurring in pilot sig-
nals is higher than when Walsh sequence w2 is used.

Thus, among pairs of a cyclic shift sequence and a Walsh
sequence in a correspondence relationship (pattern) stored in
the operating sequence identification table, the number of
pairs of Walsh sequence w1 is made to be smaller than the
number of pairs of Walsh sequence w2. Here, Walsh sequence
w1l is [1 1] and is a sequence, all elements of which are
composed of “1”s.

FIG. 16 is a diagram illustrating candidates for pairs of a
cyclic shift sequence and a Walsh sequence. As shown in FIG.
16, for example, Walsh sequences “w1, wl, wl, w2, w2, w2,
w2, w2” are associated with cyclic shift amounts <0, 2, 3, 4, 6,
8, 9, 10” respectively, and suppose the number of pairs with
Walsh sequence w1 is three and the number of pairs with
Walsh sequence w2 is five so that the number of pairs with
Walsh sequence w1 is smaller than the number of pairs with
Walsh sequence w2.

Thus, providing a difference between the number of pairs
with Walsh sequence w1 and the number of pairs with Walsh
sequence w2 causes Walsh sequence w2 less prone to inter-
sequence interference to be more likely to be selected than
Walsh sequence w1 used by LTE terminals, and can thereby
reduce inter-sequence interference from LTE terminals.

For example, in an environment in which there are many
LTE terminals, making it easier to use Walsh sequences of w2
in pattern 2 can reduce inter-sequence interference in pilot
signals, while in an environment in which the number of LTE
terminals is at the same level as that of LTE-A terminals,
inter-sequence interference in pilot signals can be reduced by
using substantially the same number of Walsh sequences w1
and w2 in pattern 1. This correspondence relationship is
changed at an interval longer than that of scheduling.

MODIFICATION EXAMPLE 2

In a cyclic shift sequence, the smaller the distance in cyclic
shift amounts between cyclic shift sequences, the greater is
inter-sequence interference. Inter-sequence interference is
large, for example, between a cyclic shift sequence having a
cyclic shift amount of 2 and a cyclic shift sequence having a
cyclic shift amount of 1 or 3. Therefore, the closer in cyclic
shift amounts, the more preferable it is to reduce inter-se-
quence interference using different Walsh sequences.

Thus, when neighboring cyclic shift amounts are discon-
tinuous, any one of the same Walsh sequence and a different
Walsh sequence is associated and when neighboring cyclic
shift amounts are continuous, Walsh sequences of different
signs are associated.

FIG. 17 is a diagram illustrating candidates for pairs of a
cyclic shift sequence and a Walsh sequence. As shown in FIG.
17, Walsh sequences “w2, wl, w2, wl, w2, w2, wl, w2” are
associated with cyclic shift amounts “0, 2, 3, 4, 6, 8, 9, 10”

25

40

45

50

55

22

respectively and different Walsh sequences among neighbor-
ing cyclic shift amounts are associated with continuous cyclic
shift amounts “2, 3, 4” and “8, 9, 10.”

Thus, by making Walsh sequences that form pairs with
neighboring cyclic shift amounts differ from each other, it is
possible to reduce inter-sequence interference between cyclic
shift sequences of neighboring cyclic shift amounts having
maximum inter-sequence interference.

(Modification example 1) and (modification example 2)
may be combined. For example, in FIG. 17, the number of
pairs with Walsh sequence w1 is three and the number of pairs
with Walsh sequence w2 is five so that the number of pairs
with Walsh sequence w1 is smaller than the number of pairs
with Walsh sequence w2.

MODIFICATION EXAMPLE 3

In a cyclic shift sequence, the smaller the distance in cyclic
shift amounts between cyclic shift sequences, the greater is
inter-sequence interference. Therefore, the smaller the dis-
tance in cyclic shift amounts between cyclic shift sequences,
the more preferable it is to use different Walsh sequences.

Therefore, Walsh sequence w2 is paired with cyclic shift
sequences of odd-numbered cyclic shift amounts and Walsh
sequence w1 is paired with cyclic shift sequences of even-
numbered cyclic shift amounts.

FIG. 18 and FIG. 19 are diagrams illustrating candidates
for pairs of a cyclic shift sequence and a Walsh sequence. As
shown in FIG. 19, also when the number of operating streams
is assumed to be four, different Walsh sequences can be set
between neighboring cyclic shift amounts, and therefore
inter-sequence interference can be reduced. For example, the
first terminal may use cyclic shift amounts “0, 6 and the
second terminal may use cyclic shift amounts “3, 9” to per-
form MU (Multi User)-MIMO, and can thereby set different
Walsh sequences among neighboring cyclic shift amounts
while keeping the maximum interval between cyclic shift
amount, and thereby reduce inter-sequence interference.

Furthermore, in LTE-A uplink MIMO transmission, not
only cyclic shift amounts reported in LTE but all cyclic shift
amounts may be used. For example, when cyclic shift
amounts of the second stream are determined with an offset
from the first stream, if offset amount 3 and cyclic shift
amount 2 of the first stream are reported, the cyclic shift
amount of the second stream is determined to be 5, and cyclic
shift amount 5 which is not defined in LTE is used. In this
case, if the above-described correspondence relationship is
used, different Walsh sequences between neighboring cyclic
shift amounts are also used, and it is thereby possible to
reduce inter-sequence interference between cyclic shift
sequences whose cyclic shift amounts are close to each other.

In the second and subsequent streams, Walsh sequences
may be set as in the case of Embodiment 1 or without being
limited to this, Walsh sequences may also be set in the second
and subsequent streams as in the case of the first stream. For
example, the base station may report cyclic shift amounts in
the second and subsequent streams so that codes of Walsh
sequences may be derived from cyclic shift amounts as in the
case of the above-described first stream. Even if Embodiment
2 is applied independently of Embodiment 1, it is possible to
suppress increases in the amount of reporting Walsh
sequences.

(Embodiment 3)

In Embodiment 2, the correspondence relationship
between a cyclic shift amount and a Walsh sequence used for
the first stream is defined in the operating sequence identifi-
cation table. Then, a case has been described where Walsh
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sequences of the second stream are Walsh sequences having
the same sign as that in the first stream, Walsh sequences in
the third and subsequent streams are selected from among
Walsh sequences having the same sign as or a sign different
from that of Walsh sequences used in the first and second
streams or Walsh sequences having a sign different from that
of the Walsh sequences in the first and second streams. That
is, a method of implicitly determining Walsh sequences in the
second and subsequent streams from stream numbers has
been described.

The present embodiment will describe a method of implic-
itly determining Walsh sequences in the first stream, and
second and subsequent streams according to cyclic shift
amounts using one operating sequence identification table
indicating a correspondence relationship between a cyclic
shift amount and a Walsh sequence. That is, the present
embodiment implicitly determines Walsh sequences in the
first to fourth streams according to cyclic shift amounts using
an operating sequence identification table independent of the
number of streams (rank).

In the present embodiment, the base station and terminal
share offset information, which is a difference between a
cyclic shift amount of the first stream and cyclic shift amounts
in the second to fourth streams beforehand, and the base
station and terminal determines a cyclic shift amount of each
stream based on the offset information.

FIG. 20 is a diagram illustrating an example of offset
information indicating a difference between the cyclic shift
amount of the first stream and the cyclic shift amounts of the
second to fourth streams. Based on the offset information
shown in FIG. 20, upon receiving a report from the base
station on cyclic shift amount A0 (A0<12) used for the first
stream (stream #0), the terminal assumes cyclic shift amount
A1 used for the second stream (stream #1) to be (A0+6)mod
12, cyclic shift amount A2 used for the third stream (stream
#2) to be (A0+3)mod 12, and cyclic shift amount A3 used for
the fourth stream (stream #3) to be (A0+9)mod 12 (pattern 1
in FIG. 20). Alternatively, the terminal assumes cyclic shift
amount A2 used for the third stream (stream #2) to be (A0+
9)mod 12, and cyclic shift amount A3 used for the fourth
stream (stream #3) to be (A0+3)mod 12 (pattern 2 in FIG. 20).

Since the configuration of the base station according to
Embodiment 3 of the present invention is similar to the con-
figuration of Embodiment 1 shown in FIG. 7 and is different
only in some functions, only different functions will be
described using FIG. 7.

Pilot information determining section 110 determines
cyclic shift amounts in cyclic shift sequences used for the
second to fourth streams. Here, the cyclic shift amounts in the
second and subsequent streams are determined by adding a
fixed offset to the cyclic shift amount of the first stream. For
example, when the base station and terminal share the offset
information shown in pattern 1 in FIG. 20, if the cyclic shift
amount used for the first stream (stream #0) from the base
station is assumed to be A0 (A0<12), pilot information deter-
mining section 110 determines cyclic shift amount Al used
for the second stream (stream #1) to be (A0+6)mod 12, deter-
mines cyclic shift amount A2 used for the third stream (stream
#2) to be (A0+3)mod 12 and determines cyclic shift amount
A3 used for the fourth stream (stream #3) to be (A0+9)mod 12.

Furthermore, pilot information determining section 110
stores an operating sequence identification table storing a
plurality of candidates for pairs of a cyclic shift amount and a
Walsh sequence.

FIG. 21 is a diagram illustrating an example of the operat-
ing sequence identification table according to the present
embodiment. The operating sequence identification table
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defines candidates for pairs of a cyclic shift amount of each
cyclic shift sequence and a Walsh sequence used for the first
stream. To be more specific, Walsh sequences “w1, (wl), w2,
w2, wl, (wW2), wl, (wl), w2, w2, wl, (w2)” are associated
with cyclic shift amounts “0, (1), 2, 3, 4, (5), 6, (7), 8, 9, 10,
(1>

Pilot information determining section 110 then sets Walsh
sequences corresponding to the reported cyclic shift amounts
of'the first stream in Walsh sequences of the first stream based
on the operating sequence identification table. Furthermore,
Walsh sequences corresponding to cyclic shift amounts A1,
A2 and A3 of the second, third and fourth streams are deter-
mined respectively.

Pilot information determining section 110 then outputs
information on the cyclic shift amounts and Walsh sequences
of each stream to coding section 101 and estimation section
108. Since cyclic shift amounts in the second and subsequent
streams are determined based on the cyclic shift amounts and
offset information of the first stream, only cyclic shift
amounts of the first stream may be inputted to coding section
101. Furthermore, since Walsh sequences of each stream are
determined from cyclic shift amounts of each stream, the
Walsh sequences of each stream need not be inputted to
coding section 101.

The configuration of the terminal according to Embodi-
ment 3 of the present invention is similar to the configuration
of Embodiment 1 shown in FIG. 9 and is different only in
some functions, and therefore only different functions will be
described using FIG. 9.

Pilot information determining section 204 determines
cyclic shift amounts in the second and subsequent streams
based on information on cyclic shift amounts of the first
stream inputted from decoding section 203 and offset infor-
mation shared beforehand between the base station and ter-
minal. That is, the cyclic shift amounts in the second and
subsequent streams are determined by adding a fixed offset to
the cyclic shift amounts of the first stream reported as control
information. For example, when the offset information shown
in pattern 1 of FIG. 20 is shared between the base station and
terminal, if the cyclic shift amount used for the first stream
(stream #0) from the base station is A0 (A0<12), pilot infor-
mation determining section 204 determines cyclic shift
amount Al used for the second stream (stream #1) to be
(A0+6)mod 12, determines cyclic shift amount A2 used for
the third stream (stream #2) to be (A0+3)mod 12 and deter-
mines cyclic shift amount A3 used for the fourth stream
(stream #3) to be (A0+9)mod 12.

Furthermore, pilot information determining section 204
determines Walsh sequences of each stream, based on the
operating sequence identification table storing a correspon-
dence relationship between a cyclic shift amount and a Walsh
sequence shared between the base station and terminal. That
is, pilot information determining section 204 selects Walsh
sequences of each stream corresponding to determined cyclic
shift amounts A0, Al, A2 and A3 of each stream from the
operating sequence identification table. Pilot information
determining section 204 then outputs the determined cyclic
shift amounts and Walsh sequences of each stream to pilot
signal generation section 205.

Next, the operating sequence identification table according
to the present embodiment shown in FIG. 21 will be
described.

First, when an offset amount, which is a difference between
the cyclic shift amount of the first stream and the cyclic shift
amount of the second stream is assumed to be ACS, a pair of
cyclic shift amounts, an interval of which is this offset amount
ACS, will be considered. For example, when offset amount
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ACS is six, there are pairs of (0, 6), (2, 8), (3,9) and (4, 10).
As shown in FIG. 21, in the present embodiment, cyclic shift
amounts that form a pair are associated with the same Walsh
sequence.

Thus, when a cyclic shift amount distant by offset amount
ACS from a cyclic shift amount of the first stream is set as a
cyclic shift amount of the second stream, cyclic shift
amounts, an interval of which is ACS, are associated with the
same Walsh sequence, and the first stream and second stream
can thereby be set in the same Walsh sequence.

Furthermore, in the present embodiment, when groups
(three types) are formed of cyclic shift sequences, an interval
between cyclic shift amounts of which is 3 (that is, V2 of
maximum value “6” of the cyclic shift amount interval), the
respective groups are associated with only Walsh sequence
w1, only Walsh sequence w2 and both Walsh sequences w1l
and w2, respectively. For example, in the operating sequence
identification table shown in FIG. 21, the group formed of
cyclic shift amounts “1, 4, 7, 10” is associated with only
Walsh sequence w1. Furthermore, the group formed of cyclic
shift amounts “2, 5, 8, 11” is associated with only Walsh
sequence w2. Furthermore, the group formed of cyclic shift
amounts “0, 3, 6, 9” is associated with two Walsh sequences
w1 and w2 respectively.

FIG. 22 is a diagram illustrating a correspondence relation-
ship between a cyclic shift amount and a Walsh sequence set
in the second to fourth streams when the operating sequence
identification table shown in FIG. 21 is used. As is clear from
FIG. 22, when the base station reports any one of cyclic shift
amounts “0, 3, 6, 9” to the terminal, the first to fourth streams
are associated with both Walsh sequences w1 and w2. On the
other hand, when the base station reports any one of cyclic
shift amounts “1, 4, 7, 10” to the terminal, the first to fourth
streams are associated with only Walsh sequence w1. Fur-
thermore, when the base station reports any one of cyclic shift
amounts “2, 5, 8, 11 to the terminal, the first to fourth streams
are associated with only Walsh sequence w2. InLTE, “1, 5,7,
117 cannot be reported as cyclic shift amounts, but by report-
ing cyclic shift amounts other than “1, 5, 7, 11,” the base
station can set Walsh sequences of the first to fourth streams.

Thus, in the present embodiment, pilot information deter-
mining section 110 and pilot information determining section
204 store a single operating sequence identification table that
defines candidates for pairs of a cyclic shift amount of each
cyclic shift sequence and a Walsh sequence used for the first
stream, and can thereby switch between Walsh sequences in
the second and subsequent streams according to cyclic shift
amounts of the first stream.

Furthermore, as is clear from FIG. 22, when transmission is
performed with two streams, the same Walsh sequence is set
in the first stream and second stream irrespective of cyclic
shift amounts. In the case of three or more streams, it is
observed that by selecting cyclic shift amounts of the first
stream to be reported, it is possible to select whether Walsh
sequences used in the third and subsequent streams have the
same sign as or a different sign from that of Walsh sequences
used in the first and second stream. Pilot information deter-
mining section 110 and pilot information determining section
204 need only to store one operating sequence identification
table indicating a “correspondence relationship between a
cyclic shift amount and a Walsh sequence” as shown in FIG.
21.

As described above, in the present embodiment, when off-
set amount ACS, which is a difference in cyclic shift amounts
between the first stream and the second stream, is assumed to
be fixed, in the operating sequence identification table, of a
pair of cyclic shift amounts, which are distant by offset
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amount ACS from each other, the same Walsh sequence is
associated with one cyclic shift amount and the other cyclic
shift amount that form the pair. Thus, the same Walsh
sequence is set in the first stream and the second stream
irrespective of cyclic shift amounts.

When offset amount ACS, which is a difference in cyclic
shift amounts between the first stream and the second stream,
is a maximum value between the cyclic shift amounts, if
cyclic shift amount groups, a cyclic shift amount interval of
which is %% of offset amount ACS are formed, the respective
cyclic shift amount groups are associated with only a first
Walsh sequence, only a second Walsh sequence and both the
first and second Walsh sequences respectively. Thus, in the
operating sequence identification table, in a plurality of cyclic
shift amount groups formed of cyclic shift amounts, a cyclic
shift amount interval of which is /2 of a maximum value of the
cyclic shift amount interval, the Walsh sequence associated
with cyclic shift amounts included in the first cyclic shift
amount group is a first Walsh sequence, the Walsh sequence
associated with cyclic shift amounts included in the second
cyclic shift amount group is a second Walsh sequence and the
Walsh sequences associated with cyclic shift amounts
included in the third cyclic shift amount group are the firstand
second Walsh sequences. Thus, by selecting a cyclic shift
amount of the first stream to be reported, it is possibleto select
whether the Walsh sequence used in the third and subsequent
streams should be a Walsh sequence having the same sign as
that of the Walsh sequence used in the first and second streams
or a Walsh sequence having a different sign.

Thus, the present embodiment sets Walsh sequences in
each stream using one “correspondence relationship between
a cyclic shift amount and a Walsh sequence” and the amount
of offset in cyclic shift amounts between the first stream and
another stream. This eliminates the need for storing an oper-
ating sequence identification table for every stream number
(rank) and also eliminates the need for processing corre-
sponding to the plurality of operating sequence identification
tables, and can thereby reduce the circuit scale. That is, by
arranging cyclic shift amounts in the second and subsequent
streams between the base station and terminal, cyclic shift
amounts in the second and subsequent streams are deter-
mined by only reporting cyclic shift amounts of the first
stream and Walsh sequences in each stream can be set using
one “correspondence relationship between a cyclic shift
amount and a Walsh sequence,” which is independent of the
stream number (rank), with respect to this cyclic shift amount.

A case has been described above where the number of
operating streams is four and pilot signals are transmitted
using four streams as an example, but even in a case where the
number of operating streams is 2 or 3, the Walsh sequence of
the second stream is assumed to have the same sign as that of
the Walsh sequence of the first stream and Walsh sequences in
the third and subsequent streams are assumed to have the
same sign or a different sign. Furthermore, when the number
of streams of pilot signals is two or less, for example, when
the number of transmission antennas is two or less, pilot
signals are transmitted with the same Walsh sequence.

Furthermore, the pattern in which a cyclic shift sequence is
associated with a Walsh sequence may differ from one cell to
another. Even in the same cyclic shift sequence, Walsh
sequences may be common or different between cells and
inter-sequence interference of pilot signals can be random-
ized (averaged) between cells.

Furthermore, the above-described pattern numbers may be
associated with UE-specific information (UEID or the like),
cell ID or the like. This eliminates the need for reporting



US 9,413,447 B2

27

correspondence relationship patterns, and can reduce the
amount of reporting from the base station.

Furthermore, the operating sequence identification table
with the above-described patterns may be updated to a new
operating sequence identification table by the base station
reporting a new operating sequence identification table
through higher layer signaling. That is, the table need not be
specified by a specification. This allows a correspondence
relationship pattern to be changed according to proportions of
LTE terminals and LTE-A terminals.

A case has been described above where Walsh sequences
are used in addition to cyclic shift sequences, but the present
invention is not limited to Walsh sequences; the present
invention is likewise applicable to any orthogonal sequence
or sequence having a high level of orthogonality. For
example, Walsh sequences may be substituted by OCC (Or-
thogonal Cover Code).

Furthermore, the Walsh sequence length is not limited to 2,
but may be other sequence lengths.

Furthermore, assignment control information may also be
referred to as “DCI (Downlink Control Information)” or
“PDCCH.”

Furthermore, in Embodiment 1, the base station reports a
correspondence relationship (pattern) between a stream num-
ber and a Walsh sequence to each terminal, but the base
station may also report a Walsh sequence to be used for the
first stream to each terminal.

Although an antenna has been described in the aforemen-
tioned embodiments, the present invention may be similarly
applied to an antenna port.

The antenna port refers to a logical antenna including a
single or a plurality of physical antenna(s). That is, the
antenna port is not limited to a single physical antenna, but
may refer to an array antenna including a plurality of anten-
nas.

For example, in 3 GPP LTE, how many physical antennas
are included in the antenna port is not specified, but the
minimum unit allowing the base station to transmit different
reference signals is specified.

In addition, the antenna port may be specified as a mini-
mum unit for multiplying a weight of the pre-coding vector.

Also, although cases have been described with the above
embodiment as examples where the present invention is con-
figured by hardware, the present invention can also be real-
ized by software.

Each function block employed in the description of each of
the aforementioned embodiments may typically be imple-
mented as an LSI constituted by an integrated circuit. These
may be individual chips or partially or totally contained on a
single chip. “LSI” is adopted here but this may also be
referred to as “IC,” “system LSI,” “super LSI,” or “ultra LSI”
depending on differing extents of integration.

Further, the method of circuit integration is not limited to
LSI’s, and implementation using dedicated circuitry or gen-
eral purpose processors is also possible. After L.SI manufac-
ture, utilization of a programmable FPGA (Field Program-
mable Gate Array) or a reconfigurable processor where
connections and settings of circuit cells within an LSI can be
reconfigured is also possible.

Further, if integrated circuit technology comes out to
replace L.SI’s as a result of the advancement of semiconductor
technology or a derivative other technology, it is naturally
also possible to carry out function block integration using this
technology. Application of biotechnology is also possible.

The disclosure of Japanese Patent Application No. 2009-
229649, filed on Oct. 1, 2009 and Japanese Patent Application
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No. 2010-086141, filed on Apr. 2, 2010, including the speci-
fication, drawings and abstract is incorporated herein by ref-
erence in its entirety.

INDUSTRIAL APPLICABILITY

The terminal station apparatus or the like according to the
present invention is suitable for use as a terminal station
apparatus or the like that reduces inter-sequence interference
in pilot signals between terminals while suppressing to a low
level inter-sequence interference in a plurality of pilot signals
used by the same terminal even when SU-MIMO and MU-
MIMO are applied simultaneously.

REFERENCE CODES LIST

100 Base station

101, 207 Coding section

102, 208 Modulation section

103, 212 RF transmission section
104, 201 RF reception section

105 Separation section

106, 111 DFT section

107, 112 Demapping section

108 Estimation section

109 Scheduling section

110, 204 Pilot information determining section
113 Signal separation section

114 IFFT section

115, 202 Demodulation section
116, 203 Decoding section

117 Error detection section

200 Terminal

205 Pilot signal generation section
206 CRC section

209 Allocation section

210 Multiplexing section

211 Transmission power/weight control section

The invention claimed is:
1. A terminal apparatus comprising:
circuitry, which, in operation, generates a reference signal

using an orthogonal sequence associated with each of a

plurality of layer numbers, the orthogonal sequence

being one of a plurality of orthogonal sequences corre-

sponding to a first orthogonal sequence [1, 1] and a

second orthogonal sequence [1, -1]; and

a transmitter, which, in operation, transmits the reference
signal multiplexed with a data signal having a bandwidth
that is different from a bandwidth of a data signal trans-
mitted by another terminal apparatus, wherein the layer

numbers correspond to a first layer, a second layer, a

third layer and a fourth layer, and

the circuitry, in operation, generates the reference signal
using the orthogonal sequence, which is associated with
each of the layer numbers by one of a plurality of asso-
ciations including:

(1) a first association, in which the first layer and the
second layer are associated with the first orthogonal
sequence, and the third layer and the fourth layer are
associated with the second orthogonal sequence;

(ii) a second association, in which the first layer and the
second layer are associated with the second orthogo-
nal sequence, and the third layer and the fourth layer
are associated with the first orthogonal sequence;
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(iii) a third association, in which all layers including the
first layer, the second layer, the third layer and the
fourth layer are associated with the first orthogonal
sequence; and

(iv) a fourth association, in which all layers including the
first layer, the second layer, the third layer and the
fourth layer are associated with the second orthogonal
sequence.

2. The terminal apparatus according to claim 1, wherein the
circuitry, in operation, generates the reference signal using a
cyclic shift value associated with each of the layer numbers.

3. The terminal apparatus according to claim 2, wherein the
cyclic shift value is one 0f 12 cyclic shifts values ranging from
Oto 11, and

the circuitry, in operation, generates the reference signal
using the cyclic shift value, which is associated with
each of the layer numbers by an association that:

a difference between cyclic shift values, with which the
first layer and the second layer are respectively associ-
ated, is 6; a difference between cyclic shift values, with
which the third layer and the fourth layer are respec-
tively associated, is 6; and a difference between cyclic
shift values, with which the first layer and the third layer
are respectively associated, is 3.

4. A terminal apparatus comprising:

circuitry, which, in operation, generates a reference signal
using an orthogonal sequence associated with each of a
plurality of layer numbers, the orthogonal sequence
being one of a plurality of orthogonal sequences corre-
sponding to a first orthogonal sequence [1, 1] and a
second orthogonal sequence [1, —1]; and

a transmitter, which, in operation, transmits the reference
signal multiplexed with a data signal having a bandwidth
that is different from a bandwidth of a data signal trans-
mitted by another terminal apparatus, wherein the layer
numbers are consecutive numbers, and

the circuitry, in operation, generates the reference signal
using the orthogonal sequence, which is associated with
each of the layer numbers by one of a plurality of asso-
ciations including:

(1) a first association, in which the first to a Nw-th
layer(s) are associated with the first orthogonal
sequence, and a (Nw+1)-th and subsequent layer(s)
are associated with the second orthogonal sequence;
and

(ii) a second association, in which the first to the Nw-th
layer(s) are associated with the second orthogonal
sequence, and the (Nw+1)-th and subsequent layer(s)
are associated with the first orthogonal sequence,
wherein Nw is a positive integer.

5. The terminal apparatus according to claim 4, wherein the
circuitry, in operation, generates the reference signal using a
cyclic shift value associated with each of the layer numbers.

6. The terminal apparatus according to claim 5, wherein

the cyclic shift value is one of 12 cyclic shifts values
ranging from 0 to 11, and

the circuitry, in operation, generates the reference signal
using the cyclic shift value, which is associated with
each of the layer numbers by an association that:

a difference between cyclic shift values, with which the
first layer and the second layer are respectively asso-
ciated, is 6; a difference between cyclic shift values,
with which the third layer and the fourth layer are
respectively associated, is 6; and a difference between
cyclic shift values, with which the first layer and the
third layer are respectively associated, is 3.
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7. The terminal apparatus according to claim 4, wherein the
Nw is variable.

8. The terminal apparatus according to claim 4, wherein a
number of layers is 4, and the Nw is 2 or 4.

9. The terminal apparatus according to claim 4, wherein the
layer numbers correspond to the first layer, the second layer,
a third layer and a fourth layer, and when the Nw is 2:

in the first association, the first layer and the second layer

are associated with the first orthogonal sequence, and the

third layer and the fourth layer are associated with the
second orthogonal sequence; and

in the second association, the first layer and the second

layer are associated with the second orthogonal

sequence, and the third layer and the fourth layer are
associated with the first orthogonal sequence.

10. The terminal apparatus according to claim 4, wherein
the layer numbers correspond to the first layer, the second
layer, a third layer and a fourth layer, and when the Nw is 4:

in the first association, the first layer, the second layer, the

third layer and the fourth layer are associated with the
first orthogonal sequence; and

in the second association, the first layer, the second layer,

the third layer and the fourth layer are associated with

the second orthogonal sequence.

11. A transmitting method comprising:

generating a reference signal using an orthogonal sequence

associated with each of a plurality of layer numbers, the

orthogonal sequence being one of orthogonal sequences

corresponding to a first orthogonal sequence [1, 1] and a

second orthogonal sequence [1, -1]; and

transmitting, from a terminal, the reference signal multi-

plexed with a data signal having a bandwidth that is

different from a bandwidth of a data signal transmitted
by another terminal, wherein the layer numbers corre-

spond to a first layer, a second layer, a third layer and a

fourth layer, and

the reference signal is generated using the orthogonal

sequence, which is associated with each of the layer

numbers by one of a plurality of associations including:

(1) a first association, in which the first layer and the
second layer are associated with the first orthogonal
sequence, and the third layer and the fourth layer are
associated with the second orthogonal sequence;

(ii) a second association, in which the first layer and the
second layer are associated with the second orthogo-
nal sequence, and the third layer and the fourth layer
are associated with the first orthogonal sequence;

(iii) a third association, in which all layers including the
first layer, the second layer, the third layer and the
fourth layer are associated with the first orthogonal
sequence; and

(iv) a fourth association, in which all layers including the
first layer, the second layer, the third layer and the
fourth layer are associated with the second orthogonal
sequence.

12. The transmitting method according to claim 11,
wherein the reference signal is generated using a cyclic shift
value associated with each of the layer numbers.

13. The transmitting method according to claim 12,
wherein

the cyclic shift value is one of 12 cyclic shifts values

ranging from 0 to 11, and

a difference between cyclic shift values, with which the

first layer and the second layer are respectively associ-

ated, is 6, a difference between cyclic shift values, with
which the third layer and the fourth layer are respec-
tively associated, is 6, and a difference between cyclic



US 9,413,447 B2

31

shift values, with which the first layer and the third layer
are respectively associated, is 3.

14. A transmitting method comprising:

generating a reference signal using an orthogonal sequence
associated with each of a plurality of layer numbers, the
orthogonal sequence being one of a plurality of orthogo-
nal sequences corresponding to a first orthogonal
sequence [1, 1] and a second orthogonal sequence [1,
-1]; and

transmitting, from a terminal, the reference signal multi-
plexed with a data signal having a bandwidth that is
different from a bandwidth of a data signal transmitted
by another terminal, wherein the layer numbers are con-
secutive numbers, and

the reference signal is generated using the orthogonal

sequence, which is associated with each of the layer

numbers by one of a plurality of associations including:

(1) a first association, in which the first to a Nw-th
layer(s) are associated with the first orthogonal
sequence, and a (Nw+1)-th and subsequent layer(s)
are associated with the second orthogonal sequence;
and

(ii) a second association, in which the first to the Nw-th
layer(s) are associated with the second orthogonal
sequence, and the (Nw+1)-th and subsequent layer(s)
are associated with the first orthogonal sequence,
wherein Nw is a positive integer.

15. The transmitting method according to claim 14,
wherein the reference signal is generated using a cyclic shift
value associated with each of the layer numbers.

16. The transmitting method according to claim 15,
wherein

the cyclic shift value is one of 12 cyclic shifts values

ranging from 0 to 11, and

32

a difference between cyclic shift values, with which the
first layer and the second layer are respectively associ-
ated, is 6, a difference between cyclic shift values, with
which the third layer and the fourth layer are respec-

5 tively associated, is 6, and a difference between cyclic
shift values, with which the first layer and the third layer

are respectively associated, is 3.

17. The transmitting method according to claim 14,
wherein the Nw is variable.

18. The transmitting method according to claim 14,
wherein a number of layers is 4, and the Nw is 2 or 4.

19. The transmitting method according to claim 14,
wherein the layer numbers correspond to the first layer, the
second layer, a third layer and a fourth layer, and when the Nw
15 is 2:
in the first association, the first layer and the second layer

are associated with the first orthogonal sequence, and the

third layer and the fourth layer are associated with the
second orthogonal sequence; and
in the second association, the first layer and the second
layer are associated with the second orthogonal
sequence, and the third layer and the fourth layer are
associated with the first orthogonal sequence.
20. The transmitting method according to claim 14,
55 wherein the layer numbers correspond to the first layer, the
second layer, a third layer and a fourth layer, and when the Nw
is 4:

in the first association, the first layer, the second layer, the

third layer and the fourth layer are associated with the

first orthogonal sequence; and

in the second association, the first layer, the second layer,

the third layer and the fourth layer are associated with

the second orthogonal sequence.
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